
TIJbe
LABORATORYINSTRUMENTS

Construction simple et unique assurant la stérilité de la cuve
Temps de chauffage, de refroldlssement et de stérilisation réduits

L'intérieur de la cuve reste parfaitement visible

Contrôle simple et précis des paramètres quelque soit le volume

Construction modulaire et efficace
Meilleure productivité grâce à l'élimination des risques de contamination

à mettre en oeuvreCuves de conception efficace et

Solution économique et souple à l'échelle du laboratoire
Pas besoin de platines complexes et onéreuses
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http://www.bioreactors.eu/fr/bioreacteur/resume/un-design-de-cuve-optimise.html
http://www.bioreactors.eu/fr/bioreacteur/resume/un-seul-bioreacteur-differents-volumes.html
http://www.lambda-instruments.com/?pages=francais
https://www.facebook.com/LambdaLaboratoryInstrumentsCzSro
https://twitter.com/LAMBDA_Labinstr
https://plus.google.com/110583045883472802064/posts
http://www.linkedin.com/company/lambda-laboratory-instruments?trk=cp_followed_name_lambda-laboratory-instruments
http://www.youtube.com/user/LambdaCZ
mailto:support@lambda-instruments.com?subject=Conception%20ideale%20des%20cuves%20interchangeables%20pour%20fermenteurs%20et%20bioreacteurs%20de%20laboratoire

